
 
 

sewing project of the month  
 

easy to make ôno zipperõ flange pillow 
 

 

 

 

18ò x 18ò finished pillow - this 
measurement includes the 2ò overhang 

(flange) on each side of the 14ò x 14ò 

pillow form.   
 

What you need:  
 Fabric 1 ı yard of 45ò wide fabric, or 

5/8 yard of 60ò wide fabric 
(enough for one pillow)  

 14ò x 14ò pillow form 
 Interfacing ï measuring at least 35ò x 

20ò (to make pillow pattern out 
of)  

 Thread to match fabric  
 Iron  

 pins  
 Chalk pencil  

 

*Remember to always read directions a 
few times so that all steps are very 

clear.  This makes sewing so much 
faster and easier!  

 

 
Making your pattern pieces  

 
Draw a square on your interfacing 

measuring 19ò x 19ò and cut it out. 
Draw a rectangle measuring 19ò x 

13İò, and cut that out.  

Label the 19òX19ò square as follows; 
pattern piece (A) , pillow front and 

(cut 1) .  
Label the 19ò x 13İò rectangle as 

follows; pattern piece (B) , pillow back 
and (cut 2).  



 

 

Fabric :  

Open up your fabric so that it is a single 
layer. Place it so that it is wrong side 

up, with the selv edges running up the 
sides.  

 
Pattern layouts :  

60ò wide fabric, follow the layout at the 
top of the picture.  

45ò wide fabric, follow the layout in the 
bottom picture.  

 

Cutting :  
After placing the patterns on the fabric, 

pin, and cut out.  

 

 

Place the two pi eces of fabric labeled 
(B) on the table, wrong side up . Using a 

chalk pencil mark the pieces as shown 
in the picture.  

 

 
(markings from left to right of each 

panel)  
Left panel:   SIDE   PIECE B   1ò FOLD 

Right panel:   1ò FOLD   PIECE B   SIDE 

 

 
 
Take one  of the (B) panels and along 

the edge that says ñfoldò, fold that edge 
over 1ò, iron, fold over one more inch, 

iron and pin the folded edge down.  
 

Now do the same on the other (B) 
panel.  

 



 

 
 
 

 

 
Now topstitch the folded edges down on 

each of the (B) panel s, Ĳò from the 
edge.  

 

 

 
 
 

 
 

Place panel (A) on the table, right side 
up . 

 

 
Take the panel (B) which has ñsideò 

written on the left hand side; place it on 

top of panel A, lining it up with the left 
edge of panel (A).  

 

 

 
Next take the panel (B) which h as ñsideò 

written on the right hand side, and line 
it up with the right edge of panel (A).  

 
When looking down, you will find that 

the right panel will be overlapping the 
left panel down the center.  

 
Pin all layers together all the way 

around.  



 

 
Using a ½ ò seam allowance, sew around 

all 4 sides.  
Next trim the corners as shown in the 

picture.  
 

Turn the case right side out; pushing 

out the corners with a blunt pencil, iron 
the case flat with nice crisp edges all 

the way around the pillow.  

 

 

 
 
 

On the back  of the pillow draw a line all 
the way around the pillow 2ò in from the 

outer edge .  Use a very sharp pencil so 

the line is very thin, and donôt press 
very hard, you donôt want the line to be 

very dark.  

 

 
 
 

 
 

Pin all the way around the pillow edges 

so th at they are stable.  

 

 

 
 

 
Now very carefully sew on the line that 

you just drew.  When you turn a corner, 
put your sewing machine needle down, 

raise your pressure foot, pivot your 
material, lower pressure foot, and 

continue sewing.  


